PROJECT REFERENCE NO. SHEET NO.

R-2911D Sig.| 7
EDI MODEL 2010ECL CONFLICT MONITOR NOTES

WD ENABLE PROGRAMMING DETAIL 1. TO PREVENT “FLASH-CONFLICT” PROBLEMS, INSERT RED FLASH

— PROGRAM BLOCKS FOR ALL UNUSED VEHICLE LOAD SWITCHES IN

sw2l (remove jumpers and set switches as shown) OPTIONS THE OUTPUT FILE. THE INSTALLER SHALL VERIFY THAT SIGNAL

SRR HEADS FLASH IN ACCORDANCE WITH THE SIGNAL PLANS.
omr% ON R 2010 2. ENSURE THAT RED ENABLE IS ACTIVE AT ALL TIMES DURING
REMOVE DIODE JUMPERS 1-6 AND 2-6.- WD 1.0 SEC NORMAL OPERATION. TO PREVENT RED FAILURES ON UNUSED

\Jj / GY ENABLE MONITOR CHANNELS, TIE UNUSED RED MONITOR INPUTS 3,5,7.8,9,

0 A POLARITY 10,11+12+13,14,15 & 16 TO LOAD SWITCH AC+ PER THE CABINET FIELD CONNECTION HOOK-UP CHART

o e TN MANUFACTURER’S INSTRUCTIONS. ~ —

f ?‘%#’? ””‘%3% ® 16 16 56 u0 Yo 78 Yo e N YEE TINE—3 swieD ol st | s2 |s2p| s3 | s4 |sap| s5 | s& |ser| s7 | s8 |sep
<@ 9 9 @ o 3. PROGRAM CONTROLLER TO START UP IN PHASES 2 AND 6 GREEN. . _
B%ff%& 5%(3%%2 %&%2&'&%30« i® & @ s | 1| 2 [p25) 3 | 4 [pEpl 5| 6 |pep| 7 | 8 [P

2 8o Lo S 4. ENABLE SIMULTANEOUS GAP—OUT FEATURE., ON CONTROLLER UNIT,
8 ?% "4% g% % 3'% t% ﬁ% :"% % wﬁ wé '\% “’% *’% o010 = FOR ALL PHASES SIGNAL gy 4ol21,22| Nu | NU [4n42] Nu | nu |B%82) no | o | o | o
SO X0 58 50 50 0 H® HO H6 0 H6 & H6 d H6 caco10 Z y HEAD NO. |B142|21:22) NU g 63
: B o o o o ;réq% ~§ o & o o of o 00020 5 SSM 5. PROGRAM PHASES 2 AND 6, ON CONTROLLER UNIT, FOR VARIABLE
} : } ‘i" ? i ) 'I“ ¥ T § 3 ) i [ —d . 1 ’ GREEN 130 1@3 138
C o e 8 9 9 9 9 09 e e 9 e e ¢ ONOO03O z INITIAL AND GAP REDUCTION.
a- vl prett Pt 0 X b o i
5 Qéu%g%u% E%iém g%%m%m b t:;%;%:% 0120040 z YELLOW 129 182 135
9 0130050
T EE bR R
G 2 =8 =8 26 20 o O 6O 66 o6 & & L& B oé 010060 9 RED * | 128 101 134
Rgdidddadddd o :
06 26 26 20 20 20 6 L0 dldLS®Lb DS owoosO " ARROW
bbb bbb R B b BB bk ' ‘
I® o6 0 0O 5O 06 0B 5O 5O 5O o6 5B o0 b & . 19 | YELLOW | 1og
15
/B COMPONENT SIDE 16 , gggga 127
REMOVE JUMPERS AS SHOWN B = DENOTES POSITION , k‘
SWIT
NOTES: or SHHE EQUIPMENT INFORMATION
1. CARD IS PROVIDED WITH ALL DIODE JUMPERS IN PLACE. REMOVAL CONTROLLER. v vvvvvenenn. .CONTRACTOR SUPPLIED 2070L "
OF ANY JUMPER ALLOWS ITS CHANNELS TO RUN CONCURRENTLY. CABINET evvvevvnnnn. .. .gggggﬁﬂgﬂoigﬁzut‘io 332 NU = NOT USED
SOFTWARE +vvevennneennnn :
2. MAKE SURE JUMPERS SEL1-SEL5 ARE PRESENT ON THE MONITOR BOARD. CABINET MOUNT- oo BASE % DENOTES INSTALL LOAD RESISTOR. SEE LOAD RESISTOR

INSTALLATION DETAIL THIS PAGE.
OUTPUT FILE POSITIONS...12

LOAD SWITCHES USED......S1,S2,54,56

Us*in.progress*09-1065T3.2004exx. dgn

08~0CT~2004 08:44
d@pcuid?ng

PHASES USED....cvceeee. 142,544,606

OVERLAPS.....vevvves... . NONE
INPUT FILE POSITION LAYOUT

(front view)
1 2 3 4 5 6 7 8 9 10 1 12 13 14 INPUT FILE CONNECTION & PROGRAMMING CHART
g1 | g2 | #1 e P | 24 & 8 g S 5 s s FS
FLe Y || 1B i g 7 7 T 7 7 7 7 oc | woor | weur |PiN| . JNPUT | pETECTOR | NEMA FULL loTRETCH|DELAY
2h | 1A 4B 1S0LATOR) LOOP NO.|1eRMINAL [EILE Pos.| NO.| ASSIGNMENT | °='55 "™ | oG | CALL [EXTEND| TIME 1°' e | TiME BACKUP PROTECTION NOTE
" N Bl Rl m | R | R R | R | ST g el : DELAY
NoT | NoT | #6 P P | NOT P P P P P P (program controller as shown below)
L USED | USED T T USED T T ; T T T T 0c 1B 1B2-1,2 U | 56 18 1 1 Y Y 10
1A Y Y Y Y Y Y Y Y Y |isoLAToR) 28 18256 | 120 | 39 1 2 2 Y Y |
- S 5 S S S S S S . S S 5 a1 | 782910 | 13|63 >5 22 1 Y v 5 FROM MAIN MENU PRESS ‘2’ (PHASE CONTROL),» THEN ‘1’ (PHASE CONTROL
u L g6 L L L L L C C L L L L L TB2-11,12 | 13L | 76 38 42 6 Y Y Y 3 FUNCTIONS). PROGRAM PHASE 6 FOR ‘BACKUP PROTECT'. MAKE SURE THE
FILE T | Bn T T T T T T T T T 7 § ? 4B TB4-918 | 16U | 41 3 4 4 Y Y RED REVERT TIMES SHOWN ON THE SIGNAL DESIGN PLANS ARE PROGRAMMED -
noTH E E E E E E E E E E E 3 E 6A 1B3-5,6 J2u 40 2 6 6 Y Y IN THE ‘PHASE TIMING’ MENU.
M M M
J L E #e E E g E 'f;‘ LS g '.l;: E e g 4 6B TB3-7,8 J2L | 44 6 16 6 Y Y
Y 68 Y Y Y Y Y Y Y Y Y Y Y Y
1ADD JUMPERS FROM TB2-9 TO TB2~11, AND FROM TB2-10 TO TB2-12.
EX.: 1A, 2A, ETC. = LOOP NO.'S FS = FLASH SENSE
ST = STOP TIME
INPUT FILE POSITION LEGEND: J2L
FILE J
SLOT 2
LOAD RESISTOR LOWER
INSTALLATION DETAIL THIS ELECTRICAL DETAIL IS FOR
THE SIGNAL DESIGN: @9-1865T3
PHASE 1 RED FIELD . v
TERMINAL (125) ggii‘:ﬁn mfgzﬂgfgm
K (4
12 w%ﬁrmf REVISED: N/A
AC-

SIGNAL INSTALLATION - PHASE III

ELECTRICAL AND PROGRAMMING

SEAL

NOTE: THE PURPOSE OF THIS RESISTOR IS TO . : SR 17 28
LDE G s e Jeurs .
N H L f
MONITOR TO USE THE FULL SIGNAL (BARRINGER SCHOOL ROAD)
SEQUENCE MONITORING CAPABILITY ON

w

gt

CHANNELS THAT DO NOT USE THE RED Z N S 2 A, 1 D7 S D, e S S

H : B = H -8 : Npinet A 5

DISPLAY IN THE FIELD. X > s 10-5-04 e DT, JOVEE R SRS
~ PRepaRED Bv: . H. SPAULDING | revieweo br: gk Caw

REVISIONS

122 N. McDowell St., Raleigh, NC 27603




